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A B C

Deumido 10 300 335 495

Deumido 20 300 335 587
geprüfte
Socherheot

V~50 Hz W kg

Lp dB(A)
3m

min max

230 195 60-120 35 38.5 5°÷35° R 134a 180 3.5 13.9
cl.I

230 423 100-220 38.5 41 5°÷35° R 134a 210 5.0 18.9 cl.I
Deumido
20

Deumido
10

26051

26052

■ Vortice Deumido®

is designed to create a
high level of comfort by
automatically controlling
condensation and humidity
in rooms.

■ Vortice Deumido® conforms to the
1996 CFC control regulations
thanks to the use of ozone friendly
R134a hydrofluorocarbon coolant.

■ Two fan speeds.
■ The Vortice Deumido® 10/20

switches on automatically
whenever relative humidity
reaches the preset level. The unit
consumes just 200 Watts of power
during operation and automatically
switches off as soon as the
desired ambient conditions are
restored.

■ Thanks to intelligent
soundproofing, Deumido 10 and
Deumido 20 dehumidifiers are
extremely silent running.

■ Deumido dehumidifiers are
equipped with large capacity

condensate tanks to collect the
humidity removed from the air.
The appliance shuts down
automatically when the
condensate tank is full and a
warning light comes on to show
that the tank must be emptied.

■ Castor wheels and side handles
make Deumido dehumidifiers easy
to move from one room to another.

■ The electric power cable can be
placed inside the condensate tank
for easy storage when the
appliance is not in use.

■ Deumido dehumidifiers are fitted
with two separate filters. A
washable dust filter captures
airborne dust and prevents
bacteria from building up. A
replaceable active carbon filter
effectively eliminates odours.

■ Accessories: Active carbon filter
code 22964 for Deumido 10,
code 22965 for Deumido 20.

Design: F. Trabucco & Associates

Ideal for domestic and commercial use.
Solves the problem of humidity when forced ventilation is not a practical
solution.
For continuous operation and to avoid having to empty the condensate
tank regularly, the dehumidifier can be connected to a drain hose
(diameter 6 mm).
Control panels with LED indicators for permanent display of functioning
status.

Dimensions  (mm)

PORTABLE DEHUMIDIFIER

Product Code Humidity
(l/24h)

Temp.
Range

(°C)

Refri-
gerant

Type

Refrig.
Load

(g)

Tank
Cap.

(l)

NEW

*Available only in UK - **Room temperature - ***Room relative humidity 

VORTICE DEUMIDO® 10
VORTICE DEUMIDO® 20

10 (T 30 °C** - 80% R.H.***)
4.9 (T 27 °C** - 60% R.H.***)

20 (T 30 °C** - 80% R.H.***)
11.5 (T 27 °C** - 60% R.H.***)26058*

26057*

Recom-
mended

room
Size (m3)

Insu-
lation
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